











VI. SERVICE INFORMATION

14> A150 - 201(Front parts - Rear cover)

@ M311 --- Install the visibility adjustment lever.

@ Two CNL-D1.7x3.0

@ Install the cover to protect the SI-LED - Tv dial.

@ A98 (O-ring) --- Ensure that the O-ring is installed without a cave-in, crack or damage.

® U1(=27370-A115)

® A201 --- Install the A201 slowly from the bottom. (Be careful of the external ports.)
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VI. SERVICE INFORMATION

(@ A150 --- Set the mode lever and the AF-SW of the camera body to "MF".
CNL-D1.7x3.0

(@ TY-CNL-D1.7x5.5 --- Attach a rubber grip.

A172(Two TY 1.7x4.5 screws)
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VI. SERVICE INFORMATION

15> A301 (Top parts)

* The armature of the main SW must not be deformed.

* Apply the G151 onto the main SW land.

(D A27(sheet) --- no cave-ins or cracks

® A301
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VI. SERVICE INFORMATION

(® Solder on the five lead wires |
@ Connect the T51 flexible PCB to the connector. (Slide lock)

® A173 (Two TY 1.7x6.0 screws)

® A171 (TY 1.7x4.0 screw) - A304 (O-ring)
(@ A171 --- Pop up the strobe.
TY-CNL-D1.7x7.0 --- Attach a rubber.

® A173

TY-CNL-D1.7x8.0 Ni (inside the battery room)

202 - This Document can not be used without Samsung's authorization -



VI. SERVICE INFORMATION

16> A401 (Bottom parts)

4 I
Check

Check the installation of the sealing parts.

N | Y

@ A401 - Battery cover
(@ A174 (Eight 1.7x4.0 screws)

® A172 (Five TY 1.7x4.5 screws)
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This Service Manual is a property of Samsung Co.,Ltd.
Any unauthorized use of Manual can be punished under applicable
International and/or domestic law.
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